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Product Data Sheet Item No. 7080-06
Perimeter Fence for Poultry

TECHNICAL DATA

Available Colors black

Length 20.00 m

Height Above Ground 1.60 m

Material high tenacity polypropylene, knotless

Material Diameter Ø 1.5 mm

Mesh Size 30 x 30 mm

Pose of Meshes quadratic (square)

Max. Tensile Strength of a Mesh 250 N

Posts incl. posts out of fiberglass reinforced plastic, Ø 12 mm, 9 pieces

Post Length 1.80 m

Interval of Posts 2.50 m

Continuous Operating Temperature -40 to +80 °C

Melting Point 165 °C

Yarn Moisture Regain 0%

Resistance to Weak/Strong Acids very good/good

Resistance to Weak/Strong Alkalis good/not good

Resistance to Organic Solvents good

Resistance to Benzine and Greases very good

Bending Strength & Abrasion Resistance good

Weather-Resistance good

UV-Resistance 300 kly

Tensile Strength After Two Years of Climatic Influences 90%

Included Parts 1x net fence with posts, 18x net mount, 9x ground sleeve, 4x ground anchor, 1x tensioning rope

Customs Tariff No. 63079010

Total Weight approx. 5 kg

Version: 09.03.2026 - This version replaces all previous versions Page 1 of 2



Total Weight 5.00 kg

Version: 09.03.2026 - This version replaces all previous versions Page 2 of 2


